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1
HOT MELT ADHESIVE DISPENSING
SYSTEM INCLUDING ADHESIVE CUT-OFF
MODULE

BACKGROUND

The present disclosure generally relates to hot melt adhe-
sive dispensing systems, and more particularly to an adhesive
cut-oft module for hot melt adhesive dispensing systems.

Hot melt adhesives and hot melt adhesive dispensing sys-
tems are well known. A bull head, which is an adhesive bead
formed at the start of an adhesive stream, and an angel hair
formed at the end of a run have been known concerns for
using hot melt adhesive applicators. Bull heads can result in
wasted adhesive and in some instances can cause discomfort
if the adhesive bead ends up in a location where itis in contact
with an end user. The formation of adhesive beads or bull
heads is believed to be caused by air friction slowing a leading
edge of an adhesive stream.

Angel hairs are formed due to a poor adhesive cut-off at a
nozzle, which creates a thin strand of adhesive. Angel hairs
can foul machine components and also cause adhesive to end
up in locations that can cause discomfort for an end user.
Angel hairs, which are fine adhesive fibers, can be caused by
an adhesive shut-off, which is set back some distance from an
orifice. When an adhesive module is shut off, adhesive flow is
stopped. However, due to its high viscosity, the hot melt
adhesive begins to stretch into small filaments, sometimes
continuously, without breaking for a long period of time. It is
this extra volume from the module shut-off to the orifice exit
in conjunction with the high viscosity of the hot melt adhesive
that result in undesired angel hairs.

Accordingly, there is a need for improved hot melt adhe-
sive dispensing systems including an improved adhesive cut-
off module.

BRIEF SUMMARY

Hot melt dispensing systems are provided according to
various embodiments. The hot melt dispensing systems
include an adhesive cut-off module, which introduces a sec-
ondary liquid medium to break a hot melt adhesive stream
without forming an angel hair.

In one aspect, a hot melt adhesive dispensing system is
provided. The hot melt adhesive dispensing system includes a
nozzle assembly, a hot melt adhesive delivery system config-
ured to deliver a hot melt adhesive to the nozzle assembly, and
a liquid delivery system configured to deliver the liquid to the
nozzle assembly. The nozzle assembly includes an adhesive
cut-oft module, which is configured to cut-off a hot melt
adhesive stream by dispensing a liquid.

In one embodiment, the adhesive cut-off module includes a
spool valve assembly including an adhesive chamber and a
liquid chamber. Further, the spool valve assembly has an
adhesive dispensing position and a liquid dispensing position.
The nozzle assembly dispenses the hot melt adhesive stream
from the adhesive chamber in the adhesive dispensing posi-
tion, and dispenses the liquid from the liquid chamber in the
liquid dispensing position. The hot melt adhesive stream is
cut-oft when the position of the spool valve assembly is
changed from the adhesive dispensing position to the liquid
dispensing position. The liquid chamber can be configured to
contain at least 50% less volume than the adhesive chamber.

Preferably, the liquid is water. The water in the adhesive
cut-oft module is heated and pressurized, and vaporizes into
steam as it is dispensed from the adhesive cut-off module to
cut-oft the hot melt adhesive stream. The liquid chamber is
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configured to hold and release an amount of the heated and
pressurized water, such that the water vaporizes into steam as
it is release from the liquid chamber without forming a violent
spray of the heated and pressurized water.

In another aspect, a hot melt adhesive dispensing system
including a hot melt adhesive delivery system, a liquid deliv-
ery system, a nozzle assembly, an adhesive feed tube and a
liquid feed tube is provided. The adhesive feed tube is
arranged between the hot melt adhesive delivery system and
the nozzle assembly for transporting a hot melt adhesive from
the hot melt adhesive delivery system to the nozzle assembly,
and the liquid feed tube is arranged between the liquid deliv-
ery system and the nozzle assembly for transporting the liquid
from the liquid delivery system to the nozzle assembly. The
nozzle assembly includes a spool valve assembly arranged in
a spool valve housing, and an orifice output port. The spool
valve assembly includes a spool valve, an adhesive chamber
defined between the spool valve and the spool valve housing,
a liquid chamber defined between the spool valve and the
spool valve housing. The nozzle assembly dispenses a hot
melt adhesive stream from the adhesive chamber in an adhe-
sive dispensing position, and dispenses a liquid from the
liquid chamber in a liquid dispensing position. The hot melt
adhesive stream is cut-off when the nozzle assembly dis-
penses the liquid.

The spool valve is configured to move in the spool valve
housing to change the position of the spool valve assembly
from the adhesive dispensing position to the liquid dispensing
position, or vice versa. Further, the orifice output port is in
fluid communication with the adhesive chamber in the adhe-
sive dispensing position, and in fluid communication with the
liquid chamber in the liquid dispensing position.

In an embodiment, the spool valve housing has a first end
and a second end, and is provided with a first air tube arranged
proximate the first end and a second air tube arranged proxi-
mate the second end. In this embodiment, air pressure is
supplied via the first air tube to move the spool valve from the
adhesive dispensing position to the liquid dispensing posi-
tion. Similarly, air pressure is supplied via the second air tube
to move the spool valve from the liquid dispensing position to
the adhesive dispensing position.

Preferably, the liquid is water, and the liquid delivery sys-
tem delivers heated and pressurized water to the liquid cham-
ber. The liquid chamber is configured to hold an amount of
heated and pressurized water, such that the heated and pres-
surized water is vaporized into steam when released via the
orifice output port to cut-off the hot melt adhesive stream. The
liquid delivery system includes a water supply tank, a pres-
sure regulator, a piston pump and a water pressure gauge,
which are configured to control a temperature and pressure of
the water.

Preferably, the liquid chamber is configured to contain at
least 50% less volume than the adhesive chamber.

In yet another aspect, a method of cutting off a hot melt
adhesive stream without forming an angel hair is provided.
The method includes the steps of providing a hot melt adhe-
sive dispensing system, dispensing a stream of hot melt adhe-
sive through an orifice output port, stopping the stream ofhot
melt adhesive, and dispensing a liquid through the orifice
output port to cut-off the stream of hot melt adhesive free of
an angel hair formation.

Further, the step of dispensing a stream of hot melt adhe-
sive includes heating and pressurizing a hot melt adhesive.
The step of dispensing a liquid includes heating and pressur-
izing water. Preferably, the water is pressurized to about the
same pressure as the hot melt adhesive.
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In one embodiment, the step of dispensing a liquid includes
releasing an amount of a heated and pressurized water, such
that the heated and pressurized water is vaporized into steam
when released from the orifice output port, thereby cutting off
the stream of the hot melt adhesive free of an angel hair
formation.

In another embodiment, the hot melt adhesive system
includes a spool valve assembly including a spool valve. In
this embodiment, the step of stopping the stream of hot melt
adhesive includes moving the spool valve from an adhesive
dispensing position to a liquid dispensing position.

Further, the spool valve assembly includes an adhesive
chamber and a liquid chamber. The step of dispensing a
stream of hot melt adhesive includes positioning the spool
valve such that the orifice output port is in fluid communica-
tion with the adhesive chamber, the step of stopping the
stream of hot melt adhesive includes moving the spool valve
such that the orifice output port is not in fluid communication
with the adhesive chamber, and the step of dispensing a liquid
includes positioning the spool valve such that the orifice
output port is in fluid communication with the liquid chamber.

Other aspects, objectives and advantages will become
more apparent from the following detailed description when
taken in conjunction with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The benefits and advantages of the present embodiments
will become more readily apparent to those of ordinary skill
in the relevant art after reviewing the following detailed
description and accompanying drawings, wherein:

FIG. 11is aperspective view illustrating a hot melt adhesive
dispensing system according to an embodiment;

FIG. 2 is a perspective view of a nozzle assembly of the hot
melt adhesive dispensing system of FIG. 1;

FIG. 3 is a perspective view of a spool valve assembly of
the nozzle assembly of FIG. 2 in an adhesive dispensing
position, in which a spool valve housing is illustrated as
transparent to show components of the spool valve assembly;

FIG. 4 is a perspective view of the spool valve assembly
FIG. 3 in a water dispensing position;

FIG. 5 is an illustration of a spool valve in the spool valve
assembly of FIGS. 3-4;

FIGS. 6 A-6H are photographs of the spool valve assembly
of FIG. 4 showing an adhesive stream being cut-off by a burst
of steam created when water is released;

FIG. 7 is aperspective view a spool valve assembly accord-
ing to another embodiment, in which a spool valve assembly
is illustrated as transparent to show components of the spool
valve assembly; and

FIG. 8 is an illustration of a spool valve of the spool valve
assembly of FIG. 7

DETAILED DESCRIPTION

While the present disclosure is susceptible of embodiment
in various forms, there is shown in the drawings and will
hereinafter be described presently preferred embodiments
with the understanding that the present disclosure is to be
considered an exemplification and is not intended to limit the
disclosure to the specific embodiments illustrated. The words
“a” or “an” are to be taken to include both the singular and the
plural. Conversely, any reference to plural items shall, where
appropriate, include the singular.

Referring now to the figures, FIG. 1 illustrates an embodi-
ment of a hot melt adhesive dispensing system 100 including
an adhesive cut-off module using water. The hot melt adhe-
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sive dispensing system 100 generally includes a hot melt
adhesive delivery system 102, a water delivery system 104, an
adhesive feed tube 106, a water feed tube 108, and a nozzle
assembly 110. The water delivery system 104 includes a
water supply tank 112, a pressure regulator 114, a piston
pump 116, and a water pressure gauge 118.

As shown in FIGS. 1-2, the nozzle assembly 110 includes
a spool valve solenoid 120, a spool valve housing 122, which
houses a spool valve assembly 124 (FIGS. 3-4), an orifice
126, amodule valve 128, a service block 130, and an air heater
block 132. Preferably, the spool valve assembly 124 is
arranged proximate the module valve 128, such that the spool
valve assembly 124 may be incorporated into the module
valve 128. The nozzle assembly 110 further includes a first
spool valve air line 134 and a second spool valve air line 136
providing air pressure for moving the spool valve 124 from
one position to another, and a water inlet fitting 138 for
supplying water to cut-off the adhesive.

FIGS. 3-4 illustrate the spool valve assembly 124, which
provides an adhesive cut-off mechanism using water. In these
figures, the spool valve housing 122 is depicted as transparent
to show components of the spool valve assembly 124. The
spool valve assembly 124 generally includes a spool valve
140, an adhesive chamber 142, a water chamber 144, a spool
valve o-ring 146, spool valve stops 150, and an output port
148 to the orifice 126. In some embodiments, the spool valve
124 and the spool valve housing 122 are formed from lapped
steel. In such embodiments, the spool valve o-ring 146 may
be eliminated from the spool valve assembly 124.

In FIG. 3, the spool valve assembly 124 is in an adhesive
dispensing position. In this position, the output port 148 is in
fluid communication with the adhesive chamber 142 to dis-
pense an adhesive stream. To cut-off the adhesive stream, air
pressure is applied through the second spool valve air line 136
to move the spool valve 140 to left to a water dispensing
position. The spool valve assembly 124 in the water dispens-
ing position is shown in FIG. 4. In this position, the output
port 148 is in fluid communication with the water chamber
144 to dispense water. When the spool valve 140 is moved and
water is dispensed, it breaks the adhesive stream cleanly
without forming a fine strand of adhesive. Although, water is
used as a liquid medium to cut-off an adhesive stream in this
embodiment, other non-adhesive liquid media, such as lotion,
can be used.

In one embodiment, an adhesive in the hot melt adhesive
dispensing system 100 is heated to about 290° F. to 330° F.,
and pressurized to about 100 psi to about 500 psi depending
on the orifice size. At the end of a run, heated and pressurized
water is introduced into the heated and pressurized adhesive
stream to cut-oft the adhesive stream. The water pressure in
the water feed tube 108 is raised to approximately the same
pressure as the adhesive stream to balance the cycling forces
in the spool valve 140. The elevated water pressure also
prevents the water from boiling at the elevated temperature in
the spool valve housing.

The size of the water chamber 144 is configured to capture
a relatively small amount of water, which when released,
“pops” as it vaporizes into steam to break the adhesive stream
without interrupting the omega spray pattern. FIG. 5 is an
illustration of the spool valve 140 according to a preferred
embodiment. As shown, the water chamber 144 is configured
to capture a smaller volume of liquid than the adhesive cham-
ber 142, preferably at least 50% less volume. The spool valve
timing can also be adjusted to provide a clean adhesive cut-off
mechanism. FIGS. 6A-6H show photographs of an adhesive
stream being cut-off by introduction of water. As shown in
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FIG. 6C, the adhesive stream is broken by a slight burst of
steam (see the area indicated by the arrow 160.)

FIG. 7 shows a nozzle assembly 110' according to another
embodiment. The nozzle assembly 110' is configured simi-
larly to the nozzle assembly 110 and generally includes a
spool valve housing 122", amodule valve 128', a service block
130, an air heater block 132", a first spool valve air line 134',
a second spool valve air line 136', and a water inlet fitting 138.
The spool valve housing 122' is illustrated as transparent to
show components of a spool valve assembly 124'. The spool
valve assembly 124' is also similarly configured as the spool
valve assembly 124, and generally includes a spool valve
140", an adhesive chamber 142', a water chamber 144', a spool
valve o-ring 146', spool valve stops 150", and an output port
148' to an orifice. However, the water chamber 144' of this
embodiment is configured to capture a larger volume of water
than the water chamber 144 of the previous embodiment.

FIG. 8 is an illustration of the spool valve 140'". As shown,
the spool valve 140' is configured such that the adhesive
chamber 142' and the water chamber 144' capture approxi-
mately the same volume of liquid. However, a larger amount
of water captured by the water chamber 144' can create a
violent spray when released, which can detrimentally affect
the omega spray pattern.

From the foregoing it will be observed that numerous
modifications and variations can be effectuated without
departing from the true spirit and scope of the novel concepts
of the present disclosure. It is to be understood that no limi-
tation with respect to the specific embodiments illustrated is
intended or should be inferred. The disclosure is intended to
cover by the appended claims all such modifications as fall
within the scope of the claims.

What is claimed is:

1. A hot melt adhesive dispensing system, comprising:

a nozzle assembly including an adhesive cut-off module,
wherein the adhesive cut-off module is configured to
cut-oft a hot melt adhesive stream free of an angel hair
formation by dispensing a non-adhesive liquid;

a hot melt adhesive delivery system configured to deliver a
hot melt adhesive to the nozzle assembly; and

a liquid delivery system configured to deliver the non-
adhesive liquid to the nozzle assembly;

wherein the adhesive cut-off module includes a spool valve
assembly including an adhesive chamber and a liquid
chamber, wherein the adhesive chamber and the liquid
chamber are two separate chambers divided by a wall
therebetween, the spool valve assembly having an adhe-
sive dispensing position and a liquid dispensing posi-
tion, wherein the nozzle assembly dispenses the hot melt
adhesive stream from the adhesive chamber in the adhe-
sive dispensing position, and dispenses the non-adhe-
sive liquid from the liquid chamber in the liquid dispens-
ing position, wherein the hot melt adhesive stream is
cut-oft when the position of the spool valve assembly is
changed from the adhesive dispensing position to the
liquid dispensing position.

2. The hot melt adhesive dispensing system of claim 1,
wherein the liquid chamber is configured to contain at least
50% less volume than the adhesive chamber.

3. The hot melt adhesive dispensing system of claim 1,
wherein the non-adhesive liquid is water, and the water in the
adhesive cut-oft module is heated and pressurized, wherein
the water vaporizes into a steam as the water is dispensed
from the adhesive cut-off module to cut-off the hot melt
adhesive stream.

4. The hot-melt adhesive dispensing system of claim 1,
wherein the non-adhesive liquid is water, and the water in the
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liquid chamber is heated and pressurized, wherein the liquid
chamber is configured to hold and release an amount of the
heated and pressurized water such that the water is vaporized
into a steam as it is release from the liquid chamber and free
of'a violent spray of the heated and pressurized water.

5. A hot melt adhesive dispensing system, comprising:

a hot melt adhesive delivery system;

a non-adhesive liquid delivery system;

a nozzle assembly including an adhesive cut-off module
configured to cut-off a hot melt adhesive stream free of
an angel hair formation, wherein the adhesive cut-off
module includes a spool valve assembly arranged in a
spool valve housing and an orifice output port, the spool
valve assembly comprising:

a spool valve;

an adhesive chamber defined between the spool valve
and the spool valve housing;

a liquid chamber defined between the spool valve and
the spool valve housing, wherein the adhesive cham-
ber and the liquid chamber are two separate chambers
divided by a wall therebetween;

wherein the nozzle assembly dispenses a hot melt adhe-
sive stream from the adhesive chamber in an adhesive
dispensing position, and dispenses a non-adhesive
liquid from the liquid chamber in a liquid dispensing
position, wherein the hot melt adhesive stream is cut-
off when the nozzle assembly dispenses the non-ad-
hesive liquid;

an adhesive feed tube arranged between the hot melt
adhesive delivery system and the nozzle assembly for
transporting a hot melt adhesive from the hot melt
adhesive delivery system to the nozzle assembly; and

a liquid feed tube arranged between the liquid delivery
system and the nozzle assembly for transporting the
non-adhesive liquid from the liquid delivery system to
the nozzle assembly.

6. The hot melt adhesive dispensing system of claim 5,
wherein the spool valve is configured to move in the spool
valve housing to change the position of the spool valve assem-
bly from the adhesive dispensing position to the liquid dis-
pensing position, or vice versa.

7. The hot melt adhesive dispensing system of claim 6,
wherein the orifice output port is in fluid communication with
the adhesive chamber in the adhesive dispensing position, and
in fluid communication with the liquid chamber in the liquid
dispensing position.

8. The hot melt adhesive dispensing system of claim 5,
wherein the spool valve housing has a first end and a second
end, and further including a first air tube arranged proximate
the first end and a second air tube arranged proximate the
second end, wherein air pressure is supplied via the first air
tube to move the spool valve from the adhesive dispensing
position to the liquid dispensing position, and air pressure is
supplied via the second air tube to move the spool valve from
the liquid dispensing position to the adhesive dispensing posi-
tion.

9. The hot melt adhesive dispensing system of claim 5,
wherein the non-adhesive liquid is water, and wherein the
liquid delivery system delivers heated and pressurized water
to the liquid chamber.

10. The hot melt adhesive dispensing system of claim 9,
wherein the liquid chamber is configured to hold an amount of
heated and pressurized water, such that the heated and pres-
surized water is vaporized into a steam when released via the
orifice output port to cut-off the hot melt adhesive stream.

11. The hot melt adhesive dispensing system of claim 9,
wherein the liquid delivery system includes a water supply
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tank, a pressure regulator, a piston pump and a water pressure
gauge, which are configured to control a temperature and a
pressure of the water.

12. The hot melt adhesive dispensing system of claim 5,
wherein the liquid chamber is configured to contain at least
50% less volume than the adhesive chamber.

13. A method of cutting off a hot melt adhesive stream free
of an angel hair formation, comprising the steps of:

providing a hot melt adhesive dispensing system;

dispensing a stream of hot melt adhesive through an orifice
output port;

stopping the stream of hot melt adhesive; and

dispensing a non-adhesive liquid through the orifice output

port to cut-off the stream of hot melt adhesive free of an
angel hair formation.

14. The method of claim 13, wherein dispensing a stream
of hot melt adhesive includes heating and pressurizing a hot
melt adhesive.

15. The method of claim 14, wherein dispensing a non-
adhesive liquid includes heating and pressurizing water,
wherein the water is pressurized to about the same pressure as
the hot melt adhesive.
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16. The method of claim 14, wherein dispensing a non-
adhesive liquid includes releasing an amount of a heated and
pressurized water, such that the heated and pressurized water
is vaporized into a steam when released from the orifice
output port, thereby cutting off the stream of the hot melt
adhesive free of an angel hair.

17. The method of claim 13, wherein the hot melt adhesive
system includes a spool valve assembly including a spool
valve, wherein stopping the stream of hot melt adhesive
includes moving the spool valve from an adhesive dispensing
position to a liquid dispensing position.

18. The method of claim 17, wherein the spool valve
assembly includes an adhesive chamber and a liquid chamber,
wherein dispensing a stream of hot melt adhesive includes
positioning the spool valve such that the orifice output port is
in fluid communication with the adhesive chamber, stopping
the stream of hot melt adhesive includes moving the spool
valve such that the orifice output port is not in fluid commu-
nication with the adhesive chamber, and dispensing a non-
adhesive liquid includes positioning the spool valve such that
the orifice output port is in fluid communication with the
liquid chamber.



